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TOA EV-200 Message Preparation 2010-04-21

Short Instruction for preparing Message Files on EV-200M

This instruction explains an easy way of programming a memory card for the EV-200M.
Details are in the full EV-200M instruction manual.

Requirements

The EV-200M must have a firmware version of 3.00 or higher. The EV-200 software runs on
Windows 2000 or Windows XP.

Preparation
Recording

Record the text in Wave format with a sampling rate of 32 or 44.1 kHz and in mono. You can
use the freeware SoundEngine for that, or just for converting existing audio files (e.g. from
stereo to mono, sample rate etc.)

Converting

The messages on the EV-200M must in MP2 format. The wave files can be converted by e.g.
the freeware CDex.

The following parameters must be set in CDex:

Select the card “Encoder” of the menu “Options/Settings® or just the function button [F4] for
the parameter setting:

Encoder: Internal MP2 Encoder (Version 1.12 or higher)
Encoder Options: MPEG-1, and activate “On-the-fly MP2 Encoding”
Bitrate: depending on the quality select: 64 kbps, 96 kbps, 128 kbps or 192 kbps
Mono (!)
Preparation of audio files

Move or copy all audio files you want to use into the same folder (directory), in the following
called message folder.

CDex configuration B|
Gereral | Filenames | CD Drive | Encoder | Local CDDB | Remaote CDDE
Thiead Priarity Nu:urmal_ s | [ Convert to Riff wias files
Encader Interal MP2 Encoder [version 1.74, engine 1.74] v
Encoder Options
(*) MPEG-1 I MPEG-2 On-the-fly MP2 Encoding
Bitrate 132 kbps b
Channelz ) Steren ) J-steren (® Mano
[ Private [] Checksum [ Original [ Copyright
[ wribe Ancillany Data [fntes) [[] low no padding
YER [experimental] Mone v |
ok || abbrechen | [ Hike
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EV-200 Software Short Instruction
The memory card must be inserted in the PC. |LddBE I EINTERICART

1. Start the software (ver 1.01) and select Daaimim | o
“File/New® ([Ctrl][+[N] or icon of empty Format area
Card farmat Card name
paper) B ¢ ke —
2. Select the tab "Card Edit* and click on
[Start] next to “PC->Card". Sentence deta coy
PC -» Card at
3. Click on the button [Path set] and select -

the message folder.

Card creation Sentence data copy PC -> Card : New File

4. Click on the button [All file]. _
. Path :C:\Dokumente und Einstellunge... Path set
Then all files of the message 4
folder will be loaded. Delete Al Delete Insert | Move, Bpply | oK | Eeriee]
messages you don’t need by
Selecting the audio fiIe and 001: [ALERT w/ MP2 07 | 033 | 043 |
.. 002 [ENTW_KARMPZ 015 | 034: | 050: |
C|ICkII‘lg on the button [Delete] 003 [EvAC_2MP2 k3| 035; | 051: |
5. Format the CompactFlash card | m#evacimrz o] 03] 03z
by Clicking on the [Start] button 005: |EVAC_4.MP2 D21:| U3?:| U53:|

in the Card format area. The default setting of 128 sentences must be used.

If formatting on Windows®XP, then the SP2 (service pack) should be installed,
otherwise the card cannot be used in the EV-200M. With the TOA software “UpdateCF*
the wrong Windows®XP format can be corrected.

6. Select the tab
“Program®. Each
program can be
composed of up to 127 [EFE T
single audio files plus Y
pauses. One program is
one message on the
EV-200M. The factory Pogente: P01 ]
pre-set is: program 1 =
audio file 1, program 2 = .
audio file 2 etc. If you Frogram NoFODT Progamnams:  [FO0T
want to change it, then
select the program Ouputlevel | &

nu mber and CIICk on Playback methad ’W‘
[Open].

7. Select the output level at “Output level® (factory pre-set: 6, usually OK) and the
~Playback method"®.

Program T

Program edit

Program

Generally the playback method ”1. Continuous* (factory pre-set) is used, the message is
played back once. If the EV-200M is used in the VX-2000, then only this playback
method must be used. If used in the VM-2000, then repetitions must be programmed by
the EV-200 software. To do so, select the playback method “3. Repeat” (never “endless®,
this will play back all audio files on the memory card). Here you can select the number of
repetitions up to infinite (“endless”). You can also set a pause between the repetitions
with the “Repeat Interval:“ setting.
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10.

TOA

For combining several
audio files click on the
button [Step Input].
Enter the number of
the audio files (from
table obtained in item
4.) in the wished order
of the playback (the
software automatically
creates the correct
format, eg. 2 -
A002). For a pause
enter first an “m” and
then the duration is
seconds. Up to 10
seconds you can enter
in tenth seconds (0.1
~9.9,10 ~ 127).

Save the settings on
PC with the button
[Save] on the bottom.
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N Mew

Program Ma:POO1

Output lewvel

Playback method

Delete

5 =

1.Continuous -

Pragram name:

FOO1

Move forward |

Step input

Apply

0m: 400

00g: |

mz |

025: |

033: |

04|

002: [M002

|

e |

026 |

034: |

042: |

003: 4004

mi:|

me |

027: |

0385 |

043: |

004: 001

mz |

020: |

028 |

036: |

044: |

005: [4005

|

021: |

02%: |

037: |

045: |

00E: [M005

o4 |

022 |

030: |

038 |

046 |

oo |

s |

02z |

031: |

038 |

047: |

00 |

a

g |

024 |

032: |

040: |

048: |

Store the settings and audio files on the memory card by clicking on the button [Card
Write] in the lower left corner of the main window.
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